
lsLPs 
Linear Potentiometer 

Spring Return, Slim Body Series 

• Measuring range 10 - 100 mm 

• Long mechanical life

• Excellent repeatabllity <0.01 mm 

• lnfinite resolution 

• 2 kOhm : 1 О ... 50 mm 

5 kOhm : 75 ... 100 mm 

Technical specifications 

Measurement stroke 

Linearity 

Repeatabllity 

Resolution 

Resistance 

Resistance tolerance 

Load resistance 

Recommended cursor current 

PermissiЫe applied voltage 

Electrical connections 

Displacement speed 

Mechanical life 

Case dimensions 

Case material 

Rod material 

Rod diameter 

Mechanical fixing 

IP degree 

Operating temperature 

Storage temperature 

2�

©5. i' 
10 

- 29 

10 to 100 mm 

SLPS 
СаЫе type 

±%0, 2 (75 -100 mm), ±%0,5 (<75 mm) 

< 0.01 mm 

lnfinite 

2 kOhm: 10 ... 50 mm 

5 kOhm: 75 ... 100 mm 

± % 20 

100 kOhm min. 

<1 µА 

28VDC max . 

Connector ог 1 m саЫе output 

< 5 m/s 

100 million movement 

018mm 

Anodized aluminium 

Stainless steel 

05mm 

VariaЫe brackets 

IP 65 
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SLPS(mm) 10 25 50 75 100 

us 10 25 50 75 100 (Usefull Stroke) 
MS 13 28 53 78 103 (Mechanical Stroke) 
L 105 135 192 242 292 (Тotal Length) 

Model Measurement stroke (mm) Linearity (%) 

(example) SLPS 100 D 

SLPS 10 ... 100 mm D: ±%0,2 (75 - 130 mm) 
±%0,5 (<75 mm) 

33 

SLPS 
Connector type 

А 

SLPS 10 

SLPS 25 

SLPS 50 

SLPS 75 

SLPS 100 

SLPS С5 
Connector type 

1 Blue (-) 

2 Yellow (Vout) 

3 Brown (+) 

--l- Shield 
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Resistance (kOhm) 

5К 

2К: 2 kOhm (< 75 mm) 
5К: 5 kOhm (75 - 100 mm) 

Connector / СаЫе 

1М 

1М : 1 meter саЫе (standard) 
1 М5: 1,5 meter саЫе 
2М : 2 meter саЫе 
С5 : Соппесtог 
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ООО “РусАвтоматизация” Челябинск, Гагарина 5,

русавтоматизация.рф

454010 Россия, тел. 8-800-775-09-57 ,  +7(351)799-54-26,

тел./факс +7(351)211-64-57

(звонок бесплатный)
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