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Connection 

Wiring Diagram 
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CaЬ111Thr11ad, 

NO/NC Output Connection 

NPN NO Connвction 

PNP NO Connection 

Analogue Output Connection 

4~20mA Output Connection Notice: 

number1 DIPSwitch: 

NO/NC switchaЫe, 
А means NC output 

number2 DIP Swilch: 
PNP/NPN switchaЫe, 
А means NPN output 

1 Functions lndication 1 

@ • о о о @
Noгmal working status, 
lamp1 flashes 

@ • • о о @ 
When the level is higher than 
Мах. point, lamp 2 lights on 

@ • о • о @
When the level is lower than 
Min. point, lamp З lights on 

@ ♦ о о • @ 
Connecting with control Ьох, 
lamp 4 lights on 

This Ultrasonic Level Switch does not support 485 protocols. 

• ln operating mode: 

press "LEARN" button to examine the adjustment о! 

analogue output. 

® о • • • 

SET 

® • • • о 
SET 

• Unlock lndication: 

@ :е: о о.
SETI'\. 

@ 
Press "LEARN" button, it start to 
measure the altitude level and lamp 
2.3.4 light оп. (ASP is оп the uррег LEARNI'\ Point and АЕР is оп the lower Point.) 

@ 
Press "LEARN" button, it start to 
measure the depth level and, and Lamp 
2.3.4 light on.(Now АЕР is оп the uррег LEARN"'. Point and ASP is оп the lower Point.) 

� Press the two buttans at once fог 5 
� seconds. The unit is unlock when Lamp 

LEARN� 1 and 4 flash. 
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1 Panel control and display 1 
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@Jllout1 

@)llout2 

�IILED1 

@>11 LED2 

�11 LEDЗ 

OUT1 output mode, default is light оп (PNP) 

OUT2 output mode, default is light оп (1) 

Display of ultraso nic pulse tra nsmissio n 

OUT1 output status: light оп with the output 

OUT2 output status: ASP>AEP light o n
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� 11 LEARN/SET Setting of lea r n  mode/parameter value 











Usage and Storage notice 

1.Please protect the ргоЬе against heavy shocking. 

2.Please clean the attached materials оп the transmitter 

surface regulary and also keep the surface clean and smooth. 

3.The maximum overload pressure of the device should not 

exceed the defined pressure range ЗЬаr, so as not to damage 

the device. 

4. lnstall М12 connector and adapter to tighten. Do not lock 

adapler forcefully and lhe tighten lorque should not exceed 

36Nm (350kgf/cm'). 
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Usage and Storage notice 

1.Please protect the ргоЬе against heavy shocking. 

2.Please clean the attached materials оп the transmitter 

surface regularly and also keep the surface clean and smooth. 

3.The maximum overload pressure of the device should not 

exceed the defined pressure range ЗЬаr, so as not to damage 

the device. 

4. lnstall М12 connector and adapter to tighten it properly. 

Do not lock adapter forcefully and the lighten torque should 

not exceed 36Nm (350kgf/cm'). 

ООО “РусАвтоматизация”
454010 г. Челябинск, ул. Гагарина 5, оф. 507

тел. 8-800-775-09-57 (звонок бесплатный), +7(351)799-54-26, тел./факс +7(351)211-64-57

info@rusautomation.ru; русавтоматизация.рф; www.rusautomation.ru


