@MCROSENSOR »

A

RusAutomation

MPM4700 Intelligent Level Transmitter

Features
‘4~20mADC 2-wire current output;

‘Digital temperature compensation and linearity correction;
‘RS485 communication interface(Custom or MODBUS protocol)

or HART®communication protocol (optional) ;

‘Netting application;

‘Full stainless steel construction, compact size, light weight; A\

-Special requirement available; .5

‘RoHS Certificate

‘Intrinsic safe ex-proof version conforming to GB3836.4 ExiallBT6 Ga Regulation; Ex-proof
Certificate is issued;

‘Marine type products accord with CCS classification of sea-going steel ships of the rules "(2006) the

requirements, has obtained the type approval.

Introduction
MPM4700 level transmitter is the full stainless steel construction and full-sealed submersible

intelligent level transmitter with high accuracy. It uses highly reliable and stable pressure sensor,
intelligent processing circuit, precise digital temperature compensation and linearity correction technics
for production. The water-proof cable connects with housing sealed, with vented tube putting in, the
transmitter could be used in the water or liquid in a long time. Integrated construction and standard output
signal could provide easy operation and good automatic control. With 2-wire working, compact size, light
weight and easy installation and operation, it is widely used for industry field instead of normal 2-wire

4~20mADC analog output transmitter.

Specifications

Basic range (mH20) 3.5 7 10 20 35 70 100 200
Overpressure (mH20) 5 10 15 30 50 100 150 300
Note: The min.shrinked available range is 1/5 of basic range;

For the other pressure range between min.range and max.range, but not indicated on the above table, we

enlarge the above basic pressure range to produce (overpressure unavailable);

Total accuracy @®® +0.075%FS (min.) +0.1%FS (typ.) +0.25%FS (max.)
Stability +0.2%FS/year
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MPM4700 Intelligent Level Transmitter

Compensation temp. @ (-10~70)C
Operation temp. (-10~80)C
Storage temp. (-40~100)C
(10~28)VDC (RS485) , (12~30)VDC (HART®)
(10~12)VDC (The Ann model, the security gate power supply)
(4~20)mADC
Output 'RS485 communication interface(Custom or MODBUS protocol)
or HART®communication protocol
(4~20)mADC output, (U-12V) /0.02A (Q)

Power supply

Load
RS485 bus line could connect with 99 transmitter
Insulation 100MQ/50V
Shock 20g, (20~5000)Hz
Impact 20g, 11ms
Protection IP68(Transmitter part);|IP65(Junction box part)
Diaphragm: stainless steel 316L
Media compatibility Housing: stainless steel 1Cr18Ni9Ti
O-ring: Viton
Weight ~160g

(DTotal accuracy: including non-linearity, hysteresis, repeatability and thermal error;
@For special temperature requirement, please contact with our company;

or pressure range 0.omrM20 a mA20), arter snrinking, the total accuracy Is .Q/0 .
®F ge 3.5mH:0 ad 7mH-0, after shrinking, the total yis 0.5%FS

~122
Outline Construction ~98

(Unit: mm>
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Transmitter connecting the outsude by cable or connection box;

Wire color Terminal Connection
Black 2 +V
Red 1 OUT/GND
Yellow 3 RS485A
White 4 RS485B
Terminal
CHART
a). Electric connection for transmitter with 2-wire 4~20mADC output:
transmitter
black/+V 10~28VDC
ack/+ ’—‘ —
P i P + U
inpu t DC current meter
load 4~20mADC
I red/+OUT [ | Outputl
LR
b). Electric connection for transmitter with RS485 interface
transmitter
10~28VDC
black/+V + ’T‘ _
p LY |
P input red/+OUT
I yellow/RS485A -
@l: computer&software
white/RS485B
c). Wiring for HART®transmitter connecting with hand-communicator;
¥ R=  4~20mADC
transmmitter — Current meter
MS-HiRT232
d). This Ann explosion-proof type electrical connection methods are shown below
-3-
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Danger zone Safety zone
Black/+in | .
i safety
P Red/+OUT | parer | 1o | Bowar
P input ! T
—_—— ' =
1
Yellow/RS485A!
I
i safety
White/RS4858 : barrier Computer
E T

ExiallBT6 Ga ExiallC
Transmitter Ex-proof parameter: Safe barrier’s ex-proof parameter:
Ui: 12.4vDC li: 140mADC Uo: 124VDC lo: 140mADC Po: 0.43W
Li: OmH Ci: 74uF Pi: 0.43W

Intelligent Transmitter Parameter Setting Ver 1.35e @
Option(@)
. Current Transmitter Information
Assistant Software B e S
a). Transmitter Software (RS485 Interface type) gl T SR R R
Basic Information Setting Current Measuring Value
Addr: | 12 Band: 9600 ¥ = . Reflash
. s T Pressiy +0. 0001 oo |[i ] 4
MS Setonline Software o eaio] o mmTE
H igit. 1 gns etting Exit
Through RS232/485  conversation P s s e |

Unit: ni20 ¥ Read

module, the user could read inner basic
bl e L

Save Modified Back to Factory
Value i

information for RS485 interface transmitter

. . Analog Output Setting Instruction Operation
(including level range,compensated g T s e | e C—
Send
i H tput 43, Bl ok Cal: [ 2734 | | Betwn:
temp.range, version code, etc.) and display et BR[| e | | |Pe |
Searching over. Online: 1 Port:CON4 0:00:11
actual level, set new zero, analog output —
3 NodBusBE B ¥2.0.0.0 FEX
and deivce address. AR | wmEnm -
WEZEO: (COM v HEFEHAE © F1iEAEED
R [0 ] pmewm: |
= erum;vr BRSE - 9600, NOXE, 8, 1
. . . BB L 0 RTU e
Transmitter Software (RS485 communication mews L8 :
interface, MODBUS communication protocol) G (N YD IS
PR  ew IREEE : [ Jods
}j::t:;it = a0E: [ | mE EEEsnE: [ | 5E
s e )| | REERES] | ww EEmREOE: | |
MODBUS SOftware 1 N SRETAD{E © | (0-32768) IRBESEATADIE : | | ©-32788)
Through MODBUS conversion module, the user could B ;f'”’a REE
calibrate and adjust RS485 communication interface, S een " J 0
Bt 7
MODBUS communication protocol transmitter. witbl | ewsm (C) €O
by wE smen | W eEen %
¥ Ho AT LGRS A
1R75 : COM PORT CLOSE 2011-04-22

BER : Micro | m;%: temr2ts | B a0 | TS : [eeeeeaee

FRHS : wIcR_senso)| S 20 | RRE: 2s0.000 | ikt ¢ [fimtito |

WAKES: 5 ||| teE: ez | TFPRE: 0.000 | BB 1577215

ERRES: S ||| Term: -eres | ME: 000 @) ||emsEns: emes

REEES: 2.0 ROER: 408 HRGEY: A FRES: [sletey

e00s v |F 12 | B1s  v| B #EE: WEM4T00-0.25-E-K e [2005-2-14
s 1
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b). Transmitter Software (HART®protocol)

MS-C100ASoftwareThrough
MS-HART 357 conversion module, the

user could calibrate and adjust HART

transmitter.

Application Example

®

o TR N ety ol i pll \pwereer chart A
- — — 1 — — 4 []=- i
I ks Gy o2l
S S sy .9
chart B chart €
Order Guide
MPM4700 HART € Intelligent Level Transmitter
Range Pressure range : 0~3.5...200mH20
[0~XmH20]L X=actual pressure range, L=cable length , suggested L-X= (1~2) m
Code Output signal
E 4~20mADC
R4 RS485 communication interface, Custom protocol
Rs RS485 communication interface, MODBUS communication protocol
H HART® communication protocol
Construction material
Code ) .
Diaphragm Interface Housing
22 SS 316L SS SS
24 SS 316L SS 316L SS 316L
Code Others
C1 M20x1.5 male, face type seal
-5-
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Cs M20x1.5 male, waterline seal
Yb Aluminum connection box without display
Yc MS200 water-proof connection box (default)

Yd PD140 lightening-proof protection device
F1 Fixed flange

i Intrinsic safe version Exia [IBT6 Ga

T Ship-use

MPM4700 [0~10mH20]12 ER4 22 Yc the whole spec

Order Note

1. If the user has no special requirement for cable, we provide default PVC cable;

2. If the user has special requirement, please feel free to contact our company.
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