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Accessories

Type

,93“‘ C: Cable

Type

Lras US0013
Socket

Spec. M12 Straight,

4-Pole, Female

Drawing
No.
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02 L 5 C
Length Connector Pole Material
02: 2M I: Straight 4:4 R:PUR

' - otalg : C:PVC
05: 5M L: Angled 5i15 S:PVC
10: 10M shielded wire

Socket
usooi4 US0015

M12 Angled,
4-Pole, Female
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Level Measurement

Capacitive Level Switches

Connector Order No.

M12 Straight,
4-Pole, Male

[re'esl ouLg

43y
[o0"4v] 1oL

s
it
B
=

9'9-€°£/9Z-€1
JONVY 318VO 0'C-

EEL]
[00 ozl 62"
434
[oniel Lok

12

Size
12: M12

uUS0016

M12 Angled,
4-Pole, Male

—| [0l 19 |—

Size
Specification
Sensing Range

four wire PNP connection
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Three wire PNP NO
Three wire PNP NC

Three wire NPN NO
Three wire NPN NC

Four wire PNP NO/NC
Four wire NPN NO/NC
Sensing Surface
Operating voltage [V]
Current loading [mA]
Short-circuit protection
Reverse polarity protection
Overload protection
Voltage drop [V]
Consumed current [mA]
Real sensing range [mm]
Operating range [mm]
Switch-point drift [%/Sr]
Hysteresis [%/Sr]
Switching frequency [Hz]
Operating temperature [TC]
Protection classification

CA Level Measurement

M18

8mm

€€ RoHS

CA0004
CA0005
CA0006
CA0007

Non-flush
10~36DC
250
Pulse
YES
YES
<25
<13(24VDC)
8+10%
0~6.5
-15~15
1~15
40
-25~80
IP67
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M18
Cable
8mm
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CA0018
CA0012
Non-flush
10~36DC
250
Pulse
YES
YES
<25
<13(24VDC)
8+10%
0=E5
-15~15
1~15
40
-25~80
IP67

Adjustment factors Water=1 / Glass approx.0.4 / Ceramic approx .0.2 / PVC approx.0.2
Housing material PBT+GF PP+GF

Switching state display LED Red(90°) Red(90%)
Connection PVC-Cable /2m;3x0.34mm? PVC-Cable /2m;4x0.34mm?
Accessary Fixed nut and screw driver

Dimensions (mm)
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Size
Specification
Sensing Range

Two wire AC/DC NO

Two wire AC/DC NC

Two wire DC NO/NC

Sensing Surface

Operating voltage [V]

Current loading (continuous) [mA]
Current loading (peak) [mA]
Minimum cunrent loading [mA]
Short-circuit protection
Reverse polarity protection
Overload protection

Voltage drop [V]

Leakage current[mA]

Real sensing range [mm]
Operating range [mm]
Switch-point drift [%/Sr]
Hysteresis [%/Sr]
Switching frequency [Hz]
Operating temperature ['C]
Protection classification
Adjustment factors
Housing material
Switching state display LED
Connection

Accessary

Dimensions (mm)

Level Measurement CA

M18
M18
Cable
8mm 8mm
s g
vt vt
CA0001
CA0002
CA0008
Non-flush Non-flush
20~250AC 10~36DC
250(~507)/200( ~70C) 250
1.5 A(20 ms /0.5 Hz)
5
NO Pulse
NO YES
NO YES
<10AC/<8DC <46
<2.5(250 :/ 1/\;);: \; .;g)w V AC)/ <1(24VDC)
8+ 10% 8+ 10%
0~6.5 0~6.5
-15~15 -15~15
1~15 1~15
25AC / 40DC 40
-25~80 -25~80
P67 IP67
Water=1/ Glass approx.0.4 / Ceramic approx .0.2 / PVC approx.0.2
PBT+GF PBT+GF
Red(90°) Red(90°)

PVC-Cable /2m;2x0.34mm?
Fixed nut and screwdriver

Size
Specification
Sensing Range

Three wire PNP NO

Three wire PNP NC

Three wire NPN NO

Three wire NPN NC

Four wire PNP NO/NC
Four wire NPN NO/NC
Sensing Surface
Operating voltage [V]
Current loading [mA]
Short-circuit protection
Reverse polarity protection
Overload protection
Voltage drop [V]
Consumed current [mA]
Real sensing range [mm)]
Operating range [mm]
Switch-point drift [%/Sr]
Hysteresis [%/Sr]
Switching frequency [Hz]
Operating temperature [C]
Protection classification
Adjustment factors
Housing material
Switching state display LED
Connection

Accessary

Dimensions (mm)

CB

Level Measurement ema Process Automation

M30
M30
Cable Connector
15mm 15mm 15mm
=
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vt v vt
CB0004 CB0012
CB0005 CB0013
CB0006 CB0014
CB0007 CB0015
CB0018
CB0022
Non-flush Non-flush Non-flush
10~36DC 10~36DC 10~36DC
250 250 250
Pulse Pulse Pulse
YES YES YES
YES YES YES
<25 <25 <25
< 13(24VDC) <13(24VDC) <13(24VDC)
15+ 10% 15+ 10% 15 +10%
0~12 0~12 0~12
-15~15 -15~15 -15~15
1~15 =98 1=18
40 40 40
-25~80 -25~80 -25~80
IP67 IP67 IP67
Water=1/ Glass approx.0.4 / Ceramic approx .0.2 / PVC approx.0.2
PBT+GF PP+GF PBT+GF
Red(90%) Red(90°) Red(90°)
PVC-Cable /2m;3x0.34mm? PVC-Cable /2m;4x0.34mm? M12 connector

Fixed nut and screwdriver















